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Bids & Permits 12 June 2026

ALL MEANS OF EGRESS ARE TO REMAIN UNBLOCKED DURING DEMOLITION.22.

 

PREP. EXISTING FLOOR TO RECEIVE NEW FINISHES21.

 

FLOORING.)

REMOVE ALL WALLS & PARTITIONS SHOWN DASHED (INCLUDING DOORS, FRAMES & 20.

 

LAYOUT.

REMOVE ALL EXIST. PLUMBING, MECHANICAL, & ELECTRICAL AS REQ'D. FOR NEW 19.

 

REUSE AT A LATER DATE.

STORAGE AREA THOSE ITEMS OR OTHER MATERIAL SCHEDULED BY THE OWNER FOR 

CONTRACTOR SHALL CAREFULLY REMOVE, PROTECT & DELIVER TO DESIGNATED 18.

 

COORDINATE REQUIRED DIMENSIONS W/OTHER TRADES & CONTRACT DOCUMENTS.

ALL DIMENSIONED REMOVALS ARE FOR BIDDING PURPOSES ONLY. CONTRACTOR SHALL 17.

 

SANITARY OPENINGS SHALL BE CAPPED OFF FLUSH W/EXISTING CONCRETE FLOOR.16.

 

REMOVE & COORDINATE  ALL EXISTING EQUIPMENT & FURNISHINGS W/ OWNER.15.

 

APPLIED OVER ANY FORM OF STRUCTURAL &/OR ARCHITECTURAL SUBSTRATE.

UNDERLAYMENT, PADDING, FURRING, METAL LATH, WOOD LATH, ETC., WHICH HAS BEEN 

"EXISTING FINISHES" INCLUDES ALL FLOOR & WALL COVERINGS, PLASTER, 14.

 

ARE TO BE REMOVED.

CONTRACTOR MAY NEGOTIATE W/BUILDING OWNER FOR ANY EXISTING FIXTURES THAT 13.

 

FINISHES.  LEVEL OF ACCEPTANCE WILL BE AS DETERMINED BY ARCHITECT.

DAMAGED DURING DEMOLITION PROCESS TO A LEVEL ACCEPTABLE TO RECEIVE NEW 

CONTRACTOR TO PATCH & REPAIR ALL REMAINING FLOORS & WALLS OPENED OR 12.

 

MATCH ADJACENT CONSTRUCTION.

PATCH ALL ABANDONED FLOOR, ROOF & WALL PENETRATIONS W/ MATERIALS TO 11.

 

SLOPING FLOOR REQUIRES LEVELING TO BRING ONE SUBSTRATE EVEN W/ANOTHER.

INSTALL CEMENTITIOUS SELF-LEVELING UNDERLAYMENT WHEREVER EXISTING 10.

 

PROVIDE SUCH DEMOLITION WHEN REQUIRED.

EQUIPMENT & INCIDENTAL ITEMS THAT MAY NOT BE SHOWN ON THESE DRAWINGS, & 

COORDINATE & REVIEW ALL DRAWINGS FOR DEMOLITION REQUIRED FOR ALL TRADES, 9.

 

LEAVE ENTIRE FACILITY BROOM CLEAN AT COMPLETION OF DEMOLITION WORK.8.

 

ATTENTION OF THE ARCHITECT FOR CLARIFICATION.

& ACTUAL FIELD CONDITIONS SHALL BE NOTED IMMEDIATELY & BROUGHT TO THE 

BY OWNER & ARCHITECT'S FIELD NOTES.  DISCREPANCIES BETWEEN THESE DRAWINGS 

THESE DRAWINGS HAVE BEEN PREPARED UTILIZING EXISTING DRAWINGS FURNISHED 7.

 

PROTECT FROM DAMAGE ALL BUILDING ELEMENTS THAT ARE TO REMAIN.6.

 

COORDINATE & VERIFY SHUT-OFF OF ALL UTILITIES PRIOR TO DEMOLITION.5.

 

DISPOSED OF.

ALL DEMOLITION DEBRIS SHALL BE REMOVED IMMEDIATELY FROM SITE AND  LEGALLY 4.

      

FINISH FLOORING MATERIALSE)

DOOR/FRAME ASSEMBLIESD)

APPLIED FINISHES AT WALLS TO REMAIN.C)

NON LOAD BEARING WALLS & PARTITIONSB)

CEILING SYSTEMS AS SHOWNA)

DEMOLITION  AND  REMOVAL OF:

SCOPE OF WORK INCLUDES, BUT IS NOT NECESSARILY LIMITED TO, INTERIOR 3.

 

EXECUTING THE AFFECTED DEMOLITION WORK.

STABILITY OF STRUCTURE. CONTRACTOR SHALL NOTIFY ARCHITECT  BEFORE 

SPECIFICALLY NOTED.  SHORE ANY BUILDING ELEMENTS AS REQUIRED TO  MAINTAIN 

DO NOT REMOVE ANY STRUCTURAL FRAMING ITEMS OR BEARING WALLS UNLESS 2.

 

ORDER TO DETERMINE THE SCOPE OF THE PROJECT.

ALL BIDDING CONTRACTORS SHALL VISIT THE SITE, PRIOR TO SUBMITTING  BIDS, IN 1. REMOVE CMU PARTITIONS AND HOLLOW METAL DOOR AND FRAME

REMOVE PORTIONS OF WALL TO ALLOW FOR NEW DOOR INSTALLATION

REMOVE HOLLOW METAL DOOR AND FRAME

REMOVE VANITY/ SINK

SHIFT SANITARY LOCATION

REMOVE TOILET FIXTURE - REMOVE CONCRETE FLOOR TO EXTENT REQUIRED TO 

REMOVE SAFETY HAND RAILS

REMOVE URINAL

REMOVE SURFACE MOUNTED LIGHT FIXTURE

BLOCKING, NEW GYP. BOARD AND BACKER BOARD

REMOVE GYP. BOARD IN PREPERATION FOR INSTALLATION OF ADDITIONAL FRAMING/ 

REMOVE VINYL COMPOSITE TILE AND ALL FLOOR BASE

REMOVE PAPER TOWEL DISPENSER AND RE-INSTALL AS SHOWN

REMAIN

EXISTING ACT AND GRID TO 

REMOVE CEILING TILE - MAINTAIN EXISTING GRID (SHOWN SHADED)

REMOVE STRIP FLUORESCENT LIGHTS

DISPENSER

EXISTING PAPER TOWEL 

SALVAGE AND REUSE 

DISPENSER

EXISTING PAPER TOWEL 

SALVAGE AND REUSE 

SHADED

IN EXISTING GRID, SHOWN 

NEW ACT TO MATCH EXISTING, 

NO SCOPE HERE NO SCOPE HERE
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DESCRIPTION MANUFACTURER MODEL NO. REMARKS

B-6806x42

B-6806x36

BOBRICK

BOBRICK

GRAB BAR (3'-6"L.)

TOILET COMPART.

GRAB BAR (3'-0"L.)

TOILET COMPART.

BOBRICK

BOBRICK

BOBRICK

EXISTING

BOBRICK

B-212

B-4288

B-2888

B-2800

B-290-2436

HOOK

HAT & COAT

DISPENSER

TOILET TISSUE

DISPENSER

SANITARY NAPKIN

MIRROR

24"x36"

GRAB BAR (1'-6"L.)

TOILET ROOM
BOBRICK B-6806x18

TOILET ROOMS

TYP. @ ALL B/F

DISPENSER

TOILET TISSUE
SURFACE MOUNTED

SURFACE MOUNTED

CENTER OVER LAVATORY

TOILET STALLS

TYP. @ ALL

MOUNTED-DUAL

TOILET PARTITION

COUNTERTOP LAVS

TYP. @ ALL

TOILET STALLS

TYP. @ ALL B/F

TOILET STALLS

TYP. @ ALL B/F

MARK

TOILET ACCESSORY SCHEDULE
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HD SUPPLY
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PAPER TOWEL
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Bids & Permits 12 June 2026

EXISTING.

HARDWARE TO MATCH 

MATCH EXISTING. NEW 

DOOR AND FRAME TO 

NEW HOLLOW METAL 

REUSE/ RELOCATE

S1

" TILE BACKER BOARD8
5FOR SUPPORT AND 

ADD FIRETREATED WOOD BLOCKING AS NEEDED 

NEEDED TO ACHIEVE STUD SPACING OF 16" AND 

EXISTING FRAMING AND ADD NEW FRAMING AS 

REMOVE EXISTING GYP. BD./ PLASTER FROM 

S2
SMOOTH, FLUSH CONDITION

PATCH AND REPAIR GYP. BD. AS REQUIRED FOR 

S3
PLASTER WALL FULL HEIGHT

" TILE BACKER BOARD ON EXISTING 8
5ADD 

S4

CONDITION ON BOTH SIDES OF WALL

INFILL - FURR AS REQUIRED FOR FLUSH FINISH 

" TYPE 'X' GYP. BD. ON METAL STUD FRAMING 8
5

WALL SCHEDULE

C
W

T
-1

P
W

T
-1

P
-1

P
-1

P
W

T
-1

C
W

T
-1

P
-2

B
-2

P-2 B-2 P-2 B-2

WP-1 WP-1

PFT-1 (B-1)

TP-1

TP-1

LVT-1 (B-2)

x

x

x

x

EXISTING

TO REMAIN

EXISTING FLOORING 

PFT-1 (B-1)

TP-1

TP-1

AT DOORS

HEIGHT OF PFT-1 

TO MATCH 

FEATHER LVT-1 

P-4

Color: SW7029 Agreeable Gray

Mfg: Sherwin Williams

PAINT (EPOXY)P-1

Color: Match GRHC Corridor White

Mfg: Match GRHC Corridor White

PAINT P-2

Color: SW7019 Gauntlet Gray

Mfg: Sherwin Williams

PAINT (Inside Face of Men's and Women's Door and Frame)P-3

Color: Match GRHC Green

Mfg: Match GRHC Green

Doors and Frames)

PAINT (Outside Face of Men's, Women's, Storage P-4

Color: Arctic

Mfg: Envi Surfaces

QUARTZQZ-1

Style: Asian Night

Mfg: Wilsonart

PLASTIC LAMINATEPL-2

Color: Feather

Installation: Install sheet horizontal direction.

Sheet Size: 4'x8'x.040"

Style: Palladium Rigid Sheet

Mfg: InPro or Equal

WALL PROTECTION (ADD ALTERNATE)WP-1

DOOR & FRAME

(P-3) INSIDE 

DOOR & FRAME

(P-4) OUTSIDE 

& FRAME

(P-3) INSIDE DOOR 

& FRAME

(P-4) OUTSIDE DOOR 

The Contractor is to protect all finishes from each trades subsequent work to keep finishes new.

GENERAL NOTES

1.  Flooring Transitions:

c.  Use the installation method recommended by the manufacturer.

b.  All carpet pattern changes shall occur under the door when closed.

a.  All carpet tiles shall be installed in the direction indicated on the finish specifications.

a.  All exposed columns are to be painted.  Paint color to match attaching structure above.

     agrifiber products must contain no added urea-formaldehyde resins.

a.  The contractor and/or construction manager is responsible to verify that all composite wood and 

     Bay Area Air Quality Management District Regulation 8, Rule 51.

     (SCAQMD) rule #1168 and all sealants used as fillers must meet or exceed the requirements of the

     are less than the current VOC content limits of South Coast Air Quality Management District 

a.  The contractor and/or construction manager is responsible to verify that all adhesives and sealants

     with the construction schedule.

a.  The contractor and/or construction manager is responsible to verify and coordinate product lead times 

     floor sealer, etc. to achieve requirements.

     and installation warranties.  No additional costs will be approved for additional heat, dehumidification,

     systems to meet flooring manufacturers recommendations/specifications to maintain all flooring product

a.  The contractor and/or construction manager shall schedule and coordinate the installation of all subfloor

    on the finish wall sheet(s)

b.  All bulkhead faces are to have the same finish as the adjoining wall unless otherwise noted

a.  All bulkhead undersides are to be painted P-1 unless otherwise noted on finish wall sheet(s)

     before ordering.

a.  Any changes made to the finish specifications will require sample submittals for approval

a.  Where resilient wall base is used, coils are to be used.  Cut pieces shall be no less than 18".

2.  Carpet (Tile) Installation:

3.  Submittals:

4.  Paint:

5.  Door and Door Frames:

6.  Bulkheads:

7.  Base:

10.  Product Lead Times:

11.  Adhesives:

12.  Composite Wood:

b.  Use transition strips as indicated in finish schedule where applicable

     to a smooth transition.  Use subfloor leveler as indicated in  specifications for linoleum to carpet transition.

a.  Provide a leveling compound between floor materials with different thickness.  Feather floor

8.  Exposed Columns:

          4.  Stains: no more than 250 g/l

          3.  Anticorrosive Paints and Coatings: no more than 250 g/l

          2.  Non-Flat Paints and Coatings: no more than 150 g/l

          1.  Flat Paints and Coatings: no more than 50 g/l

d.  All paints must comply with the VOC limits as listed below (including colorants):

c.  The typical ceiling paint finish shall be flat.

b.  The typical hollow metal door and door frame finish shall be semi-gloss finish (if applicable).

a.  The typical wall paint finish shall be satin.

9.  General Flooring Installation:

Floor Finish Change Indicator

Flooring material (see finish specs)

Base material (see finish specs)

Wall Finish Tag Indicator

Wall Finish Stop and Start Points

     WALL, UNLESS INDICATED OTHERWISE ON THE FINISH PLAN.

3.  BULKHEADS SHALL BE PAINTED THE SAME COLOR AS THE ADJACENT 

     SHALL BE PAINTED P-1. 

2.  ALL NEW WALLS THAT ARE IN SCOPE AND NOT INDICATED ON FINISH PLAN

1.  COLUMN FINISHES NOT INDICATED ON WALL PLAN SHALL BE PAINTED P-1.

shelbe.ogburn@interface.com

Source: Shelbe Ogburn, 616.370.6087

Install: Ashlar N/S Direction

Size: 25cm x 1m

Color: Oak Satin AO2611

Style: Northern Grain

Mfg: Interface

LUXURY VINYL TILELVT-1

Grout Color: Iron 5107

Grout Mfg: Mapei

616.250.8607, ckrampe@platformsurfaces.com

Source: Christine Krampe, Platform Surfaces

 Offset E/W Direction. Start with centered tile in room3
1Install:

Size: 12"x48"

Color: Pearl Matte

Style: Ghiaia

Mfg: Platform Surfaces

PORCELAIN FLOOR TILEPFT-1

a.  All doors and frames shall be painted. See finish plan for paint colors.
Color: Black (match existing)

Style: 4"H Cove

Mfg: Johnsonite

RUBBER COVE BASEB-2

Size: 4"H - Cut PFT-1 to size

See PFT-1

TILE BASEB-1

Color: P-2

PAINTED GYP. BD.C-1

Replace ACT in existing grid. New tile to match existing.

ACOUSTICAL CEILING TILE C-2

EXISTING

LVT

EXISTING DOOR

PARTITIONS

MOUNTED TOILET 

NEW FLOOR 

PARTITIONS

MOUNTED TOILET 

NEW FLOOR 

3
'-
4
"

4
'-
2
"

C
L
E

A
R

C
L
E

A
R

5
'-
0
"

 
3
'-
0
"

C
L
E

A
R

C
L
E

A
R

3
'-
0
"

 
5
'-
0
"

C-1

C-2C-1

ROOM

PATTERN IN 

CENTER 

ROOM

PATTERN IN 

CENTER 

Height: 58"

Note: Floor Mounted

Color: Asian Night

Style: Phenolic Black Core

Mfg: ASI

TOILET PARTITIONSTP-1

Grout Color: Iron 5107

Grout Mfg: Mapei

616.644.9362, morgan.kline@dwyermarble.com

Source: Morgan Kline, Dwyer Marble and Stone

Note: Use Schluter Jolly Trim in Stainless on outside corners

Install: Vertical Stacked Bond installed above PWT-1.

Size: 2"x8"

Color: Ocean, Glossy

Style: Artsy

Mfg: ENVI Surfaces

NOTE: PRODUCT HAS A 10-WEEK LEAD TIME. 

CERAMIC WALL TILECWT-1

Grout Color: Iron 5107

Grout Mfg: Mapei

616.250.8607, ckrampe@platformsurfaces.com

Source: Christine Krampe, Platform Surfaces

Note: Use Schluter Jolly Trim in Stainless on outside corners

Install: Stacked Bond to 4'-0"AFF

Size: 12"x48"

Color: Pearl Matte

Style: Ghiaia

Mfg: Platform Surfaces

PORCELAIN WALL TILEPWT-1

ENCLOSURES TO BE PAINTED

EXISTING BASEBOARD RADIANT 

PATCHED AND REPAIRED AS NEEDED

EXISTING HARD LID CEILING TO BE 

PATCHED AND REPAIRED AS NEEDED

EXISTING HARD LID CEILING TO BE 

KOHLER HINT K-97060-4-CP

FAUCET: BASIS OF DESIGN:

KOHLER HIGHLINE TWO-PIECE TALL

TOILETS: BASIS OF DESIGN:

 RECTANGULAR2
120

KOHLER CAXTON K-20000-0

SINKS: BASIS OF DESIGN:

F
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C
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SURFACE

FINISHED WALL 

18" FROM NEW 

CL

NEW SANITARY

AT ALL TIMES

INSTALLED. LIGHTS TO BE ON 

LIGHTS TO BE PROVIDED / 

(2) NEW LOW PROFILE CAN 

COLOR: WHITE

#12100 - 10-S

1- INCH SLIM LED LINEAR CEILING LIGHT.

ALCON

BASIS OF DESIGN:

LIGHT FIXTURE

COLOR: WHITE

#12100 - 10-S

1- INCH SLIM LED LINEAR CEILING LIGHT.

ALCON

BASIS OF DESIGN:

LIGHT FIXTURE

NO SCOPE HERENO SCOPE HERE

NO SCOPE HERE
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ON PLAN. MODEL 
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WALL TILE INSTALLATION. 

REINSTALLED AFTER 
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GRADIENT ENCLOSURE 
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